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Weber braided fuel hose Facto

The original Weber fuel hose assembly from Lotus (part number B026S0028Z) is now obsolete and leaves
owners with Lotus Twin Cam engines few choices how to replace fatigued or worn hoses. A worn or leaking fuel
hose is a common cause of fire when left unchecked on any engine installation. The original Lotus equipment
was poorly designed as the hose terminations and “T“ piece connector could be easily pulled off the internal
rubber hose. The Elan Factory has now carefully remanufactured this same fuel hose but with improved
features.

The new hose assembly offers the following benefits:

Manufactured using stainless steel braided rubber hose for added protection

Weber banjo terminations manufactured to precise lengths and angles

Weber banjo terminations incorporate barbs on tubing to prevent the hose from being dislocated
Brass “T” piece connector incorporates barbs on tubing to prevent the hose from being dislocated

Fuel pump termination incorporates barbs on tubing to prevent the hose from being dislocated

The Weber fuel hose assembly illustrated below has been carefully manufactured to the original dimensions to
ensure a plug and play installation

Weight - 210 grams

Hose — Approved fuel resistant rubber hose

Stainless steel braid to ensure maximum protection and extended service life
Brass crimped terminations on all braided hoses

Compression fitting and olive for fuel pump connection.

Banjo connectors are zinc and passivated to offer a durable protective finish

Race proven product.

For further information regarding replacement Weber fuel hoses, performance products or genuine
Lotus products, please phone The Elan Factory on (613) 9761-1903 or fax on (613) 9739-8944.
Alternatively you can write to The Elan Factory at 5 Marong Court, Boronia Heights 3155, Melbourne,
Australia or e-mail at elanfactory@optusnet.com.au




